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I 5-9"  I-71/2x 6'=2"
WINDOW DH NEW STORM
WINDOW DH
@ ALUM. STORM
WINDOW WHITE

EXISTING WINDOW AND WINDOW FRAME:
REMOVE EXISTING LOOSE PAINT,

CLEAN SURFACES AND PRIME PAINT
AND TWO COATS OF FINISH PAINT, AT
BOTH INTERIOR AND EXTERIOR OF WINDOW.
REMOVE WINDOW SASH, AND WINDOW
STOPS, CAST IRON WINDOW WEIGHTS
AND CHORD, REMOVE ALL PAINT FROM
WINDOWS AND WINDOW STOPS, REMOVE
ALL WINDOW FILM FROM GLASS. CAULK
ALL WINDOW PANES AS REQUIRED.
INSTALL NEW WINDOW CHORDS AND
REINSTALL WINDOW WEIGHTS. CLEAN ALL
SURFACES AND PRIME PAINT WINDOW
SASHES AND WINDOW STOPS, EXTERIOR
WINDOW FRAME TO BE SCRAPED, ALL
SCREW HOLES FILLED WITH WOOD PUTTY.
PRIME PAINT AND TWO COATS

OF FINISH PAINT.

5-7 3/4”

9-1" MO
4 4 4
1 1 1

DOUBLE HUNG ALUMINUM STORM WINDOWS

@

FIELD VERIFY EXISTING OPENING
PRIOR TO ORDERING WINDOWS.
EXISTING OPENING MAY HAVE
SOME VARIATIONS. PAD OUT
OPENING AS REQUIRED FOR
WINDOW TO FIT.

NEW
(3) TW2856
2-10 1/8"x 5-8 1/8" RO

ANDERSON 400 SERIES DOUBLE HUNG WINDOWS

INTERIOR: WHITE

HARDWARE: STANDARD LOCK AND KEEPER

EXTERIOR: WHITE

GRILL: COLONIAL FULL DIVIDED LIGHT
EXTERIOR AND INTERIOR

GLAZING: LOW-E4 GLASS
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WINDOW DH NEW STORM
WINDOW DH
@ ALUM. STORM
WINDOW WHITE

EXISTING WINDOW AND WINDOW FRAME:
REMOVE EXISTING LOOSE PAINT,

CLEAN SURFACES AND PRIME PAINT
AND TWO COATS OF FINISH PAINT, AT
BOTH INTERIOR AND EXTERIOR OF WINDOW.
REMOVE WINDOW SASH, AND WINDOW
STOPS, CAST IRON WINDOW WEIGHTS
AND CHORD, REMOVE ALL PAINT FROM
WINDOWS AND WINDOW STOPS, REMOVE
ALL WINDOW FILM FROM GLASS. CAULK
ALL WINDOW PANES AS REQUIRED.
INSTALL NEW WINDOW CHORDS AND
REINSTALL WINDOW WEIGHTS. CLEAN ALL
SURFACES AND PRIME PAINT WINDOW
SASHES AND WINDOW STOPS, EXTERIOR
WINDOW FRAME TO BE SCRAPED, ALL
SCREW HOLES FILLED WITH WOOD PUTTY.
PRIME PAINT AND TWO COATS

OF FINISH PAINT.
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FIELD VERIFY EXISTING OPENING
PRIOR TO ORDERING WINDOWS.
EXISTING OPENING MAY HAVE
SOME VARIATIONS. PAD OUT
OPENING AS REQUIRED FOR
WINDOW TO FIT.
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INTERIOR: WHITE

HARDWARE: STANDARD LOCK AND KEEPER

EXTERIOR: WHITE

GRILL: COLONIAL FULL DIVIDED LIGHT
EXTERIOR AND INTERIOR

GLAZING: LOW-E4 GLASS
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CONTRACTOR TO FIELD VERIFY
ALL EXISTING OPENINGS PRIOR
TO ORDERING STORM WINDOWS AND

PROVIDE SIZES TO WINDOW MANUFACTURER.

COMPANY: METRO SCREENWORKS
COMPANY WEBSITE: metroscreenworks.com
CONTACT: brice@metroscreenworks.com

INSTALLATION TYPE: OVERLAP MOUNT
FRAME COLOR: WHITE

GLASS: 1089 ENERGY EFFICIENT GLASS
GLASS: TEMPERED

SCREEN TYPE: BETTER VIEW
HARDWARE: DIE-CAST METAL
FRAME STABILIZER
INSTALLATION HOLES: NONE
SCREW COLOR, WHITE
EXTENDERS: TYPE A, 7/8"
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