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I. PROJECT NARRATIVE 
Overview 
On February 5, 2024, EnviroMed Services Inc., was retained by McCall Foundation for a limited 
asbestos inspection for a 3-story Multifamily House and Carriage House, 263 Migeon Avenue, 
Torrington, Connecticut. State licensed asbestos inspector, James Sserunjogi (#001026), 
employed by EnviroMed Services, inc. performed the inspection.  
The purpose of this limited inspection is to confirm or negate the presence of asbestos 
containing building material in locations as indicated by the client prior to renovation. 
 
Samples were collected according to 40 CFR Part 763.86 and 29 CFR Part 1926.1101 and 
analyzed using Polarized Light Microscopy (PLM). 
A total of ninety-two (92) bulk samples were collected and analyzed. The materials sampled 
include: 12”x12” red vinyl floor tile and associated mastic, 12”x12” tan vinyl floor tile and 
associated mastic, 12”x12” black vinyl floor tile and associated mastic, 12”x12” beige vinyl floor 
tile and associated mastic, 9”x9 cream vinyl floor tile and associated mastic,  white/yellow 
linoleum and associated glue, brown vinyl cove base and associated glue, pink vinyl cove base 
and associated glue, skim coat wall plaster and associated gray plaster base, wallboard and 
associated joint compound, ceiling board and associated joint compound, white popcorn ceiling, 
2’x2’ gray ceiling tile, 2’x2’ brown ceiling tile, off white window caulk and brown window caulk. 
 
Summary of Results 
EnviroMed Services Inc. accredited asbestos laboratory analyzed the bulk samples. 
 
Non-Asbestos Containing Material  

All materials in locations tested were found to have no asbestos detected.  
 
 
 
Additional Notes 

1. The possibility exists that suspect asbestos-containing material may be located behind fixed 
walls, under flooring or above fixed ceilings. During renovation or demolition activities, upon 
the penetration or demolition of a fixed wall or ceiling, should any suspect materials be seen 
or become accessible, all activities shall cease, and the materials shall be sampled by a 
licensed inspector to determine the presence of asbestos. 
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II. LABORATORY REPORT 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 




































