ELECTRICAL LIGHTING NOTES: ELECTRICAL POWER NOTES:

1. REFER TO ARCHITECTURAL REFLECTIVE CEILING PLANS FOR EXACT
LOCATIONS OF CEILING MOUNTED LIGHT FIXTURES. REFER TO
ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHT OF WALL MOUNTED
LIGHT FIXTURES INDOORS AND OUTDOORS.

1. ALL WORK SHALL BE DONE IN COMPLIANCE WITH THE 2020 EDITION OF
THE NATIONAL ELECTRICAL CODE, LOCAL AND STATE BUILDING CODES.

2. ALL WORK IS NEW UNLESS OTHERWISE NOTED.

g'TRuéIT_I]RLEIG;I\IDFII%IIRTEg IﬁEC%'EitllﬁGSHALL BE BRACED TO THE BUILDING 3. REFER TO ARCHITECTURAL PLANS FOR EXACT DIMENSIONS AND LOCATIONS.
: VERIFY WITH ARCHITECTURAL PLANS AND COORDINATE WITH THE GENERAL

DISCREPANCIES IF DISCREPANCIES ARE NOTED. DO NOT PROCEED WITHOUT
WIRED INTO ASSOCIATED LIGHTING CIRCUITS AHEAD OF ANY SWITCHED LEGS
FOR CONTINUOUS CHARGING AND AC CIRCUIT MONITORING. ARCHITECTURAL APPROVAL.

4. HVAC AND PLUMBING EQUIPMENT ARE SHOWN FOR REFERENCE ONLY. E.C.
i G T OO ares ‘AN (ECTIONAL ARROWS OF ALL EXIT SIGNS SHALL COORDINATE EXACT LOCATIONS AND POWER REQUIREMENTS OF
APPLICABLE HVAC AND PLUMBING EQUIPMENT WITH APPROVED MECHANICAL
SHOP DRAWINGS. E.C. SHALL MAKE ALL FINAL CONNECTIONS TO ALL CONTROLS
5. PROVIDE IC HOUSING FOR LIGHTING FIXTURE WHERE REQUIRED; :
COORDINATE WITH ARCHITECTURAL PLANS. OVNER -SUPPLIED EQUIPMENT, MECHANICAL AND PLUMBING EQUIPMENT AS

6. FLOOR PROXIMITY EXIT SIGNS SHALL BE MOUNTED NOT LESS THAN 6
INCHES AND NO MORE THAN 18 INCHES ABOVE THE FINISHED FLOOR AND 5. E.C. SHALL PROVIDE DISCONNECT SWITCHES AND STARTERS AS REQUIRED

FOR ALL EQUIPMENT WHERE THE DISCONNECT SWITCH IS NOT PROVIDED WITH
WITH THE NEAREST EDGE WITHIN 4 INCHES OF THE DOOR. THE EQUIPMENT OR BY OTHERS.

6. E.C. SHALL SUPPLY AND INSTALL FEEDERS, FUSES AND CIRCUIT BREAKERS
BOTTOM OF STAIRWELL TO TOP. REFER TO PANEL SCHEDULES. TO MATCH THE NAME—PLATE RATING OF ALL EQUIPMENT. THIS SHALL BE
8.  PROVIDE OCC SESNORS AND LIGHTING CONTROLS COMPATIBLE WITH INCLUDED IN THE INITIAL BID PROPOSAL AND NO EXTRAS WILL BE ACCEPTED.
fffffffffffffffff . h P b o N A o R cope T TICES AND COMMUNITY: SPACES 7. ELECTRICAL OUTLET PLATE GASKETS SHALL BE INSTALLED IN ALL

' RECEPTACLES, SWITCHES OR OTHER ELECTRICAL BOXES IN WALLS SEPARATING

10. PROVIDE DIMMER SWITCHES FOR ALL UNIT BEDROOM AND KITCHEN CONDITIONED AND UNCONDITIONED SPACE.

LIGHTS. PROVIDE OCC SENSORS FOR ALL CLOSET AND LAUNDRY LIGHTING.

TYPICAL ALL UNITS. NOT REQUIRED FOR BATHROOMS, HALLWAYS, EXTERIOR 8. ~ALL HOMERUNS TO PANELBOARDS DESIGNATED SHALL CONSIST OF 2412
LIGHTING OR LIGHTING DESIGNED FOR SAFETY AND SECURITY. ALL OTHER AWG & 1#12 GROUND IN 3/4" CONDUIT TO PANEL LABELED AT THE HOMERUN

AREAS WITHIN THE UNIT SHALL HAVE DIMMER OR OCC SENSOR CONTROLLED SYMBOL UNLESS OTHERWISE NOTED.
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| | | |
| | | |
| | | |
| | | | 7. STAIRWELL LIGHTS SHALL BE CONNECTED TO SAME LIGHTING CIRCUIT
| | | |
| | | |
| | | |
| | | |

~

LIGHTING.
9. CONNECT ALL BATHROOM EXHAUST FANS TO ASSOCIATED LIGHT SWITCH
UNLESS OTHERWISE NOTED.

?b 10. ELECTRICAL CONTRACTOR SHALL MAKE FINAL CONNECTIONS TO HVAC
CONTROL PANELS AND OTHER DEVICES REQUIRING 120V POWER AND ABOVE;

N~ TN TNV T T TV T T T T S T T o S COORDINATE ALL REQUIREMENTS WITH DIV 15

.¢./ 11.  ALL CIRCUITS BACK TO PANEL SHALL REQUIRE 20A—1 POLE BREAKERS
CL UNLESS OTHERWISE NOTED

/
/ 12. HEIGHT OF UNIT PANELS IN HC AND HC ADAPTABLE UNITS SHALL BE 48
JZAN AFF TO HIGHEST BREAKER.

[ 13. REFER TO ARCHITECTURAL ELEVATIONS FOR EXACT LOCATIONS OF PLUGS
AND LIGHTS IN BATHROOMS.

14. PROVIDE TWO SINGLE RECEPTACLES UNDER SINK FOR DISHWASHER AND
DISPOSAL. CONNECT EACH TO INDIVIDUAL GFCI CIRCUIT BREAKER.

15. PROVIDE AFCI TYPE BREAKERS FOR ALL 120 VOLT 15 AND 20 AMP
f BRANCH CIRCUITS SUPPLYING OUTLETS OR DEVICES IN DWELLING UNITS AS

|
I
I
I
I
}$$I oy I DIRECTED PER NEC.

c - of o X T 16. PROVIDE TAMPER PROOF OUTLETS FOR ALL 15A AND 20A CIRCUITS
\/\/\/\/\/\/\/\/\/\N\WWW/\/\W (EXCLUDING OUTLETS LOCATED IN DEDICATED SPACES IE REFRIGERATORS,
DISHWASHER, WASHING MACHINES AND THE LIKE) IN LIVING SPACES OF

‘II) R GF"IP L IDU-3-1 DWELLING UNITS, CHILD CARES AREAS AND EDUCATIONAL AREAS.

PP2: 17. PROVIDE GFI RECEPTACLES FOR ALL 15A AND 20A CIRCUITS IN DWELLING

i
|
|
IDU-3-2 3 UNIT KITCHENS, BATHROOMS AND LAUNDRY AREAS.

30MBH 18. PROVIDE GFI BREAKER FOR UNIT REFRIGERATOR CIRCUIT.

T
LPPZ' 19. SWITCHED RECEPTACLES SHALL BE TOP HALF SWITCHED.
20. PROVIDE INTEGRAL SURGE PROTECTION IN UNIT ELECTRICAL PANEL.

© 21. PROVIDE GFI RECEPTACLES FOR ALL RECEPTACLES LOCATED IN
COMMERCIAL KITCHENS. WHERE RECEPTACLES ARE DEEMED INACCESSIBLE
PROVIDE GFI BREAKERS SERVING SAID EQUIPMENT.
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QTY TYPE MANUFACTURER CAT # Notes BLACK]/
REDT\
COMMON AREAS WHITE
A LITHONIA 2BLT2 40L SDSMT EZ1 LP&35 NLTAIR2 RES7PDT 2X2 RECESSED LIGHT FIXTURE
**  SWX—200—1 REPRESENTS ENTIRE FAMILY
OF LOW—VOLTAGE CEILING OCCUPANCY
SENSORS
A2 LITHONIA BLWP4 40L SDSM EZ1 LP835 1x4 LED Wraparound SWX—200—1
BROWNLE 126 13BN B13-3Q " Domme-igh - -
, BLACK] /
. o P SO i A
ON| 6 ALOSMYOLTSW 0 L 8" LED Strip Lizht REDI|
CP SAGE CODY 17 FS5 XX Decorative Chandelier WHITE
ST LITHONIA BLWP4 30L ADSMT EZ1 LP850 MSDPDT7ADCX DIM50 EL14L 4" LED Wraparound CLASS | CLASS |
ML ATOM COLLECTION 49972LEDDCS-MBL/ACR 24" LED Reccessed Downlight @ @ @ WIRING WIRING
MS ATOM COLLECTION 20726LEDDLP-ORB/OPL 14" LED Reccessed Downlight
EXTERIOR LIGHTING FIXTURES - SWX-900-AX SWX—803
WB LUMINAIRE LED ARV13 MIN1 15W 35K MVOLT OP XX 13" Round Light ELBLEDUVL =TACR 7Y STACK
PT GOTHAM IVO6S D 15LM 35K 80CRI' WD MIN1 MVOLT ZT NCH WLP AR LD FWR 6" Round Reccesed Downlight TOAD I—IBLUE RED ] - ] [_REDJ /r:j\ .
. ]] [BLUE] BROWN BROWN
WM INCON 30415E26 4.5" Wall Mounted Light CLASS | WHITE BROWN ] ] = Mol
wmwc%& VOLET YELLOW | ) YELLOW
EMERGENCY LIGHTING FIXTURES PINK] ) VIOLET]
EM ISOLITE BUG 3W WHMBSD LED Emergency Light
E2 ISOLITE ELED EM XX MB HX Arch. Qutdoor LED Light
o CLASS | CLASS I
EX ISOLITE RLEMR U WH MTEB SD LED Exit Sign @ % @ WIRING WIRING
EX ADA ISOLTE LPX-CTMA EM R DSA UWH MTEBP LED ADA Exit Sign
SWX—900—AX SWX-803
] ) BLACK]| —=—
LOAD ] ) ] [_RED| H .
BROWN v
ELECTRICAL LIGHTING NOTES: CLASS I . YELLOW % % % % verow|  |V{O
1. EMERGENCY LIGHTING UNITS AND EMERGENCY BALLASTS SHALL BE WIRED INTO ASSOCIATED LIGHTING CIRCUITS PINK ) ) )] VIOLET]
AHEAD OF ANY SWITCHED LEGS FOR CONTINUOUS CHARGING AND AC CIRCUIT MONITORING.
2. COORDINATE LOCATIONS AND DIRECTIONAL ARROWS OF ALL EXIT SIGNS WITH ARCHITECTURAL EGRESS PLAN. SWX—=250—1-=D
3. PROVIDE IC HOUSING FOR LIGHTING FIXTURE WHERE REQUIRED; COORDINATE WITH ARCHITECTURAL PLANS. BLACK 7~
4.  FLOOR PROXIMITY EXIT SIGNS SHALL BE MOUNTED NOT LESS THAN 6 INCHES AND NO MORE THAN 18 INCHES [_REDI/
ABOVE THE FINISHED FLOOR AND WITH THE NEAREST EDGE WITHIN 4 INCHES OF THE DOOR. WHTTE
5. STAIRWELL LIGHTS SHALL BE CONNECTED TO SAME LIGHTING CIRCUIT BOTTOM OF STAIRWELL TO TOP. REFER TO VIOLET BLUE
PANEL SCHEDULES. VIOLET
6. PROVIDE OCC SESNORS NAD LIGHTING CONTROLS COMPATIBLE WITH APPROVED LIGHTING PACKAGE FOR ALL
OFFICES AND COMMUNITY SPACES PER 2021 INTERNATIONAL ENERGY CODE.
10. PROVIDE DIMMER SWITCHES FOR ALL UNIT BEDROOM AND KITCHEN LIGHTS. PROVIDE OCC SENSORS FOR ALL
CLOSET AND LAUNDRY LIGHTING. TYPICAL ALL UNITS. NOT REQUIRED FOR BATHROOMS, HALLWAYS, EXTERIOR SENSOR SCHEDULE
LIGHTING OR LIGHTING DESIGNED FOR SAFETY AND SECURITY. ALL OTHER AREAS WITHIN THE UNIT SHALL HAVE
DIMMER OR OCC SENSOR CONTROLLED LIGHTING. —
Symbol Catalog Number Description TYPICAL ROOM 2 ZONES OF 0—10V DIMMING W/ 1 ZONE DAYLIGHTING
PY SENSORWORX DUAL TECH OCC SENSOR LARGE N.TS
SWX—222-1 MOTION CEILING MOUNT 360° sl
ELECTRICAL GENERAL NOTES: .HWDT STEINEL DT DUAL TECH CEILING
1. ALL WORK SHALL BE DONE IN COMPLIANCE WITH THE 2020 EDITION OF THE NATIONAL ELECTRICAL SWK=200-1 HALLWAY SENSOR
CODE AND LOCAL AND 2022 CT STATE BUILDING CODES.
o SENSORWORX POWER PACK CONTROLLER A/
2. E.C. SHALL OBTAIN AND PAY FOR BOTH ROUGH AND FINAL INSPECTION AND OBTAIN A CERTIFICATE SWX-900-AX AUXILLARY SWITCH 120/277VAC
OF "ELECTRICAL INSPECTION”. THIS CERTIFICATE SHALL BE PRESENTED WITH REQUEST FOR FINAL
PAYMENT. $ SENSORWORX ON/OFF WALL SWITCH LOW VOLTAGE
SWX—801-XX
3. IT IS THE INTENT OF THESE PLANS TO PROVIDE A COMPLETE AND OPERATING ELECTRICAL SYSTEM. 10V DIVING WALL SWTCH SENSOR
THE E.C. SHALL FURNISH AND INSTALL ALL WIRING, CONDUIT, EQUIPMENT, MATERIAL, ETC. AS REQUIRED., $o0 SENSORWORX -
EXCEPT WHERE SPECIFICALLY NOTED AS BEING FURNISHED BY OTHERS. SHOULD THERE BE ANY SWX-101-D-XX LINE VOLTAGE
QUESTIONS CONCERNING RESPONSIBILITY, THE QUESTIONS SHALL BE SETTLED BEFORE BID SUBMISSION 0-10V DIVING WALL STATION
AND CONTRACT SIGNING. NO EXTRA CHARGES WILL BE ALLOWED. $ov SENSORWORX
SWX—803—XX LOW VOLTAGE CLASS | CLASS I
4. THE E.C. SHALL COORDINATE ALL PHASING OF WORK WITH THE ARCHITECT, GENERAL CONTRACTOR N % WIRING WIRING
AND /OR OWNER OF THE PROJECT. SWX—200-1
5. REFER TO THE ARCHITECTURAL DRAWINGS FOR SPECIFIC DETAILS, ARRANGEMENTS, MOUNTING SWX—900
HEIGHTS, CEILING CONSTRUCTION, ETC. ALL COLORS AND FINISHES TO BE SELECTED BY THE ARCHITECT.
LINE VOLTAGE TO WHITE J WHITE] /
6. ALL ELECTRICAL EQUIPMENT SHALL BE SEISMICALLY SUPPORTED AS REQUIRED BY THE LOCAL AND LIGHTING LOAD BLACK ] ] BLACK] |
STATE BUILDING CODE. TG RED RED
LOAD
7. ALL NECESSARY MOUNTING HARDWARE, HANGERS, BRACKETS, RAILS, YOKES, STEMS, CHAINS, ETC. I **  SWX—200—1 REPRESENTS ENTIRE FAMILY
SHALL BE FURNISHED AND INSTALLED BY E.C. OF LOW—VOLTAGE CEILING OCCUPANCY 263 MIGEON AVENUE
SENSORS
8  ALL HOMERUNS TO PANELBOARDS DESIGNATED SHALL CONSIST OF 2#12 AWG & 1412 GROUND IN POWER PANEL TORRINGTON, CT
3/4” CONDUIT TO PANEL LABELED AT THE HOMERUN SYMBOL UNLESS OTHERWISE NOTED.
9.  ALL WIRING INSTALLED UNDER THIS CONTRACT SHALL BE TESTED FOR PROPER CONNECTIONS AND FOR
SHORT CIRCUITS PRIOR TO THE TURNING OVER OF WORK AS A COMPLETE UNIT. McGall Foundation, Inc.
10. ALL CONDUITS PASSING THROUGH PARTITIONS ARE TO BE APPROPRIATELY SLEEVED AND SEALED. @ CV'%’Q%SG' va@a?ﬁe” Revisions:
11. E.C. SHALL GUARANTEE ALL MATERIAL AND WORKMANSHIP FOR A PERIOD OF ONE YEAR FROM THE CRISTAL LIGHTING ] A T0P HALF OF RECEPTACLE PROVIDE PLUG LOAD CONTROL IN Mark Date
DATE OF APPROVAL AND FINAL ACCEPTANCE. 0 ALL OFFICES, CONFERENCE AND 1 11/12/2025
CONTROL RELAY ° SHALL BE CONNECTED TO ’
12.  ALL CONDUIT AND WIRING SHALL BE RUN CONCEALED IN WALLS, FLOORS AND CEILINGS UNLESS ' OTHERWISE
OTHERWISE NOTED TO BE EXPOSED W/ATOMIC TIME CLOCK. ROOMS REQUIRED TO WHITE .
: HAVE PLUG LOAD = NOT REQUIRED IN CORRIDORS BID SET
13, ALL WIRING SHALL BE TYPE THWN OR THW UNLESS OTHERWISE NOTED. FOR CONDUCTORS LARGER Stog) CONTROES —RIUE RED AND EXAM ROOMS.
THAN #6 AWG, TYPE XHHW WILL BE ACCEPTED. LOW LINE LORD SLUE BLACK
VOLTAGE | VOLTAGE
14. CONDUCTORS SIZED #10 AWG AND SMALLER WITHIN A CABLE ASSEMBLY (NM SHEATHED CABLE; SIDE SIDE WHITE
METAL CLAD; ARMORED CABLE) SHALL BE SOLID WIRE CONDUCTORS. CONDUCTORS SIZED LARGER THAN
#10 AWG IN SUCH ASSEMBLIES SHALL BE STRANDED TYPE. COMMUNICATIONS AND CONTROL WIRE SHALL
BE #14 GAUGE STRANDED, SHIELDED UNLESS OTHERWISE DIRECTED BY INSTALLATION MANUALS AND LINE VOLTAGE - Drawing Title:
STANDARDS. :
15. PROVIDE GROUND—FAULT PROTECTION ON EQUIPMENT SERVICE RATED 1000 AMPS OR MORE ﬁ"SA)X-Z o ERER LIGHTING SCHEDULES & DBTAILS
OPERATING AT 480Y/277 VOLTS PER ARTICLE 230.95 OF THE NEC. CEILING SENSOR WITH PLUG LOAD CONTROL ATE 06190005 Drawing No.
Date . 00-19-
16. ALL CIRCUITS BACK TO PANEL SHALL REQUIRE 20A—1 POLE BREAKERS UNLESS OTHERWISE NOTED N.T.S. Seale  AS NOTES T
17. ALL DRAWINGS ARE SCHEMATIC IN NATURE: ALL DEVICES SHALL BE INSTALLED IN ALL AREAS AND TIME CLOCK SCHEMATIC Job No. PNO _|
LIVING SPACES PER NEC AND SHALL BE DIMENSIONED IN FIELD TO MEET PROPER CODES; ALL NO SCALE CON.  RUM 1
DISCREPANCIES SHALL BE BROUGHT TO THE ENGINEERS ATTENTION DURING BID PROCESS AND/OR N\ :
ADJUSTED IN FIELD DURING CONSTRUCTION
18. ALL WORK IS NEW UNLESS OTHERWISE NOTED. BOE S I U D I o
19. REFER TO SPECIFICATION SECTION 16120 WIRE AND CABLE FOR ACCEPTABLE WIRING AND CABLING Corn e ] ] [ ] ] ] ]
METHODS. REFER TO THE SPECIFICATION REGARDING THE USE OF NM, MC AND SER CABLE. ALL WIRING . . .
SHALL BE INSTALLED IN ACCORDANCE WITH THE NEC. ultlng Englneers |nc. g r C h J[ e C J[ S
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